
LED

W LM REAL LM COL. CODE *

2 150 137 ąöĮ24V 

LT158000ÈÄ

LT15800EÈÄ

LT15800KÈÄ

LT15800WÈÄ

LT15800BÈÄ

* Complete the CODE È OPTIC S | 30° M | 40° D | Diff.  Ä LED COLOUR N | 4000K 3 | 3000K 2 | 2700K 1 | 2200K

NEW

IP 67 
IKĮ10Į20JĮxx9 
Ĉ500ēČó

ø 19

ø 3/8" 

ø 25

ø 1"

572 1/4"

ø 20 mm
ø 3/4"

CNC 25 2.0 T

LED

W LM REAL LM COL. CODE *

2 150 137 ąöĮ24V 

LT158010ÈÄ

LT15801EÈÄ

LT15801KÈÄ

LT15801WÈÄ

LT15801BÈÄ

* Complete the CODE È OPTIC S | 30° M | 40° D | Diff.  Ä LED COLOUR N | 4000K 3 | 3000K 2 | 2700K 1 | 2200K

NEW

IP 67 
IKĮ10Į20JĮxx9 
Ĉ500ēČó

ø 19

ø 3/8" 

25
1"

25 1"

572 1/4"

ø 20 mm
ø 3/4"

CNC 25 2.0 Q

LED

W LM REAL LM COL. CODE *

2 150 75 ąöĮ24V 

LT158000FÄ

LT15800EFÄ

LT15800KFÄ

LT15800WFÄ

LT15800BFÄ

* Complete the CODE Ä LED COLOUR N | 4000K 3 | 3000K 2 | 2700K 1 | 2200K

Versione Full Resin: nuova tecnologia di incapsulamento dei led e circuiti elettronici che allunga la durata del prodotto. Presenta vetro diffuso. | Full Resin 
version: new LED and circuit encapsulation technology that extends product life. Features diffused glass. | Version Full Resin: nouvelle technologie d'encapsulation 
des LED et circuit électronique qui prolonge la durée de vie du produit. Comprend un verre diffus. | Versión Full Resin: nueva tecnología de encapsulación de LED y 
circuitos electrónicos que prolongan la vida útil del producto. Incorpora cristal difuso.

NEW

IP 69 / IP 67
IKĮ10Į20JĮxx9 
Ĉ500ēČó

ø 19

ø 3/8" 

ø 25

ø 1"

572 1/4"

ø 20 mm
ø 3/4"

CNC 25 2.0 T Full Resin

LED

W LM REAL LM COL. CODE *

2 150 75 ąöĮ24V 

LT158010FÄ

LT15801EFÄ

LT15801KFÄ

LT15801WFÄ

LT15801BFÄ

* Complete the CODE Ä LED COLOUR N | 4000K 3 | 3000K 2 | 2700K 1 | 2200K

Versione Full Resin: nuova tecnologia di incapsulamento dei led e circuiti elettronici che allunga la durata del prodotto. Presenta vetro diffuso. | Full Resin 
version: new LED and circuit encapsulation technology that extends product life. Features diffused glass. | Version Full Resin: nouvelle technologie d'encapsulation 
des LED et circuit électronique qui prolonge la durée de vie du produit. Comprend un verre diffus. | Versión Full Resin: nueva tecnología de encapsulación de LED y 
circuitos electrónicos que prolongan la vida útil del producto. Incorpora cristal difuso.

NEW

IP 69 / IP 67 
IKĮ10Į20JĮxx9 
Ĉ500ēČó

ø 19

ø 3/8" 

25
1"

25 1"

572 1/4"

ø 20 mm
ø 3/4"

CNC 25 2.0 Q Full Resin

041




